
SUBMERSIBLE DRAINAGE PUMPS
Model Numbers: D42A, D42M,

D42A/B, D53A/B

P R O D U C T
D E S C R I P T I O N

Submersible sump pump with two and
three impeller designs for higher
pressure, up to 45m head

A P P L I C AT I O N S

• Lawn & garden irrigation
• Sump emptying to higher heads
• Treated effluent disposal
• Water transfer from wells
• A/B models are specially designed for

non potable rainwater applications

“A” suffix models equipped with present
length automatic float switch fitted for
automatic operation.

O P E R AT I N G  L I M I T SF E AT U R E S  &  B E N E F I T S

Double mechanical seal, one in oil
bath on motor and extra mechanical
seal on pump
• Superior reliability
• Long service life

Corrosion resistant 304 stainless steel
shaft, motor shell and fasteners
• Long service life

D42A/B & D53A/B have cast 316
stainless steel motor caps and super
tough engineered thermo plastic
pump casing
• Outstanding corrosion resistance
• Long life

Centrifugal multistage 2 & 3 impeller
designs
• Higher pressures & increased

efficiency

Closed vane impellers with long
engagement “D” drives
• Positive operation
• Long service life

D42A & D42M have labyrinth
impeller neck rings
• Maintain pump performance
• Less susceptible to wear

D42A/B & D53A/B have patented
independently floating neck rings
• Outstanding pump performance
• Long pump life

Corrosion resistant hard wearing
polycarbonate impellers
• Long service life

Corrosion resistant stainless steel fine
mesh suction strainer with large
surface area
• Prevents blockages of the pump

by solids

In-built automatic thermal overload
• Protects the motor in the event of

blockage or voltage supply
problems

HO7RNF oil resistant leads, 10 metres
long with 3 pin power plug
• Easy to connect to power supply
• Longer life in dirty water

D42A,M D42A/B, D53A/B

Capacities to 110 lpm 130 lpm

Max. total head 26m 32m, 45m

Max. submergence 12m

Max. pumped
water temperature 40oC

Max. soft solids 1.9mm O.D.

Outlet size (BSP) 1” F

Suitable Fluids
Clean water of neutral pH containing up
to 1% small solids.  Some wear should be
expected while pumping hard solids in
suspension.
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T E C H N I C A L  S P E C I F I C AT I O N S

H Y D R A U L I C  P E R F O R M A N C EM AT E R I A L S  O F  C O N S T R U C T I O N

PA R T M AT E R I A L

E L E C T R I C A L  D ATA

I N S TA L L AT I O N  &  P R I M I N G

D42, D42A/B D53A/B
Supply voltage 220-240V
Supply frequency 50Hz single phase
Speed 2 pole, 2850rpm
Full load current 4.0A 5.7A
Locked rotor current 14A
Input power (P1) 0.94kW 1.31kW
Output power (P2) 0.60kW 0.84kW
IP rating X8
Insulation class Class F
Starting P.S.C.
Lead 10m long

Use a rope to position and retrieve the pump.  Do not lower or retrieve the pump
using the power lead as this may damage the cable entry seals, causing water leaks
and unsafe operation.
Don’t use this product for recirculating or filtering swimming pools, spas, etc.
While these pumps are built to high safety standards, they are not approved for
installations where people will be in the water while they are operating.
Don’t pump abrasive materials.  Sand and grit in the water being pumped will
accelerate wear, causing shortened pump life.
Keep your pump clean, particularly in situations where lint, hair or fibrous materials
may get bound around the pump shaft.  Regular inspection and cleaning will
extend pump life.
Make room for the float switch to operate.  Automatic models have a float switch
to turn them on when the water level rises and turn them off again when it has
been pumped down to the safe operating level of the pump.  If the float switch is
not free to rise and fall, correct pump operation may not be possible.
Don’t run your pump dry.  Non-automatic models must be switched off manually
or by way of an external float/level switch when the water level is reduced to the
top of the pump housing.
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D I M E N S I O N S

All dimensions in mm unless otherwise stated.

Outlet Net
Model A B C D E F B.S.P. Weight (kg)

D42A 475 130 370 235 195 330 1”F 20
D42M 475 130 370 235 195 330 1”F 19.5
D42A/B 475 130 370 235 195 330 1”F 18.5
D53A/B 535 170 430 235 195 330 1”F 19.5

This literature is not a complete guide to product usage.  Further information is available from your Davey dealer, Davey Customer Service Centre and
from the relevant product Installation and Operating Instructions.  This data sheet must be read in conjunction with the relevant product Installation
and Operating Instructions and all applicable statutory requirements.  Product specifications may change without notice.
® Davey is a registered trademark of Davey Products Pty Ltd.  © Davey Products Pty Ltd 2001.

Davey Water Products Pty Ltd
Member of the GUD Group
ABN 18 066 327 517
Head Office and Manufacturing
6 Lakeview Drive,
Scoresby, Australia 3179
Ph: +61 3 9730 9222
Fax: +61 3 9753 4100
Website: davey.com.au
Customer Service Centre
Ph: 1300 367 866
Fax: 1300 369 119
E-mail: sales@davey.com.au
Interstate Offices
Sydney • Brisbane • Adelaide
Perth • Townsville

International
6 Lakeview Drive,
Scoresby, Australia 3179
Ph: +61 3 9730 9121
Fax: +61 3 9753 4248
E-mail: export@davey.com.au

Germany
Kantstrasse 53,
04275 Leipzig
Ph: +49 341 301 0412
Fax: +49 341 301 0413
E-mail: akrenz@daveyeurope.com

USA
Ph: +1 630 898 6976
Website: daveyusa.com
E-mail: sales@daveyusa.com

Davey Water Products
– New Zealand
7 Rockridge Avenue,
Penrose, Auckland 1061
Ph: +64 9 570 9135
Fax: +64 9 527 7654
Website: daveynz.co.nz
E-mail: sales@daveynz.co.nz
Davey Spa – New Zealand
2 Rothwell Avenue,
North Harbour, Auckland 0632
Ph: +64 9 415 8622
Fax: +64 9 415 8621
Website: spa-quip.co.nz
E-mail: service@spa-quip.co.nz

DPM128-4/5K/1108/IPM supersedes DPM128-3a/0806/WEB

Glass filled polycarbonate
304 stainless steel
Cast iron - FC200 (D42A&M)

Glass filled polycarbonate
(D42A/B), (D53A/B)

Glass filled noryl
Carbon/ceramic
Silicon carbide/ceramic in
oil bath
Nitrile rubber
304 stainless steel
Nitrile rubber
304 stainless steel
Cast iron - FC200 (D42A&M)

Cast 316 stainless steel
(D42A/B), (D53A/B)

Cast iron - FC200 (D42A&M)

Cast 316 stainless steel
(D42A/B), (D53A/B)

304 stainless steel
304 stainless steel
HO7RN-F oil resistant

Impeller
Lock nut
Pump casing

Diffuser and blanking ring
Mechanical seal - pump
Mechanical seal - motor

Shaft seal elastomer
Pump shaft
Orings
Motor shell
Bottom bearing housing

Upper motor cover

Handle
Fasteners
Float & power supply leads

DPM128-4_D42_53:DPM128-4_D42_53  5/11/08  1:12 PM  Page 2



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


