
re-order information

All Fastflo sewage pump stations 
include a Greasemint. We 
recommend that this is replaced on 
a regular basis as per the suggested 
dose rates. You can re-order using 
the order form on reverse side. 
Order options are as follows:

1. Order Online
www.fastflo.co.nz/greasemint

2. Call Our FreePHOne
0800 327 835 (0800 FASTFLO)

3. email us
sales@fastflo.co.nz

4. Fax us
(04) 237 8174
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Product Code: GMINT Typical 
breakdown 
process
The existing fat should gradually
break down over the first four to
six weeks. It will work from the
liquid interface up towards the top
crust. Therefore you won’t see a
lot happening from the top to start
with but there will be a continuing
thinning of the blanket going on until
the top starts to break and wet up.

Pump station cleans will be much
easier with any remaining fat
becoming dry and quickly removed
with a flick of a hose.

What are GreaseMINTs?
•	 Designed to continually release 

powerful fat and scum digesting 
bacteria.

•	 Fat and grease in any waste 
streams accumulate as the waste 
cools. Fat deposits become 
very sticky and quickly build to 
a size that reduces grease trap 
efficiencies, plus upsets the 
function of switch gear. These 
deposits are also responsible for 
the production of dangerous and 
corrosive gases.

•	 Greasemints will reduce the 
pollutants in the waste stream 
as well as making pump 
maintenance easier and greatly 
reducing odours in the waste 
stream.

•	 Consistant use of Greasemints 
can reduce the number of times 
that grease traps will need to be 
pumped out.

suggested dose rates
•	 Medium Fat Loadings

1 Greasemint every 4 - 6 months (depending on condition of pump station)

•	 High Fat Loadings
1 Greasemint every 2 - 3 months (depending on condition of pump station)

These dose rates may be reduced as control is gained. 
Contact your Fasflo Consultant for more detailed dose rate recommendations 
tailored to your specific situation.

GREASEMINT 
 

 

 

GREASEMINT FIXED ANCHOR ASSEMBLY:  

Complete with 5 meters of stainless rope and 
2 X directional Scaffold type holding clamps 
1 X stainless anchor weight with, 
4 X Greasemint bag holding loops. 
 
Tools that you will need:  
Adjustable spanner  
 
 
 
4 Easy steps 
 
Step 1: 
Attach the directional scaffold type holding clamps 
to a hand rail next to the wet well.  Select a position that will 
not allow the Greasemint bags, weight and chord to come in 
contact with pump rails or floats. 
Attach the fixed anchor pipe to the scaffold clamp in a  
position out over the wet well. 
 
Step 2: 
Clip on the recommended amount of Greasemint bags to the  
Stainless anchor weight as shown on Picture 
 
Step 3: 
Using the long stainless chord lower the anchor weight 
with the bags down into the wet well.    
Set the depth just below the lowest pump level. 
 
Step 4: 
To hold the stainless chord in place, slide the threaded 
rod down between the two plates as shown in picture. 
Secure the Nuts either side of the threaded rod.  
When lifting the chord to replace the Greasemint bags this  
rod will prevent the chord from becoming tangled or coming 
un-wound and the correct depth will be maintained for the weight. 
 
 
 
 
 
 

Call 06 8432913 or Email info@parklink.co.nz 
Visit www.parklink.co.nz 

Grease & Scum Digester
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GreaseMINT Orderform

If you would like information or would like to order on any particular Fastflo Product, please fill in the form below, tear it 
out and fax or email to Fastflo Pump Systems (details below). We will provide you the information or process the order you 
require and send it back to you using your preferred method.

Contact Details
Name: Are you: General Public / Homeowner

Company (if appl.) Plumber / Drainlayer / Electrician

Postal Address: Plumbing Merchant Sales Person

Suburb: Pump Merchant Sales Person

City: Architect / Designer

Postcode: Consultant / Engineer

Phone: Other

Fax: Are you: Building

Email: Renovating

Specifying

Your Preferred Plumbing / Pump Merchant / Bathroom Showroom for Purchase
Merchant Name: Phone:

Branch: Fax:

City: Email:

Contact at branch (if known)

Preferred method for us to answer your enquiry (please tick)
Fax:  Phone:  Email:  

Product Enquiry
Product Code:

Description:

Enquiry:

Product Code:

Description:

Enquiry:

Price Enquiry / Order
Product Code Description Qty 

Required
Price incl GST 

Each
Price incl GST 

Total

Freight (if any)

Total Price

Incl GST


